( WELDING BLANKETS & ROLLS

MEDIUM DUTY - Heavier welding, sparks, spatter and light slag

Rolls Blanket
Material # Description Data Specs Use ) :
Width x Length | Part # Sizes Part #
382 ToughGuard HD™ Temp Rating
/‘ﬁ‘{ 1000°F 6'X6 | 382-6X6
. Sparks & |40"W X 50yd | 382-40 | 6'X8 | 382-6X8
Tan
< Heat Cleaned eiaht spatteron [ 60"W X 50 yd | 382-60 | 8 X8 | 382-8X8
Fiberglass vertical plane | 72"W X 50 yd | 382-72 | 10’ X 10’ |382-10X10
Thickness Custom 382-C
.050"
367 Glassweb™ Temp Rating
. L0 6 X6 | 367-6X6
L g ) Sparks & spatter| 40"W X 50 yd | 367-40 6’ X8 367-6X8
Ur\]’gggteed e 60"W X 50 yd | 367-60 | 8'X8 | 367-8X8
Fiberalass Stress relief | 72"W X 50 yd | 367-72 | 10’ X 10’ |367-10X10
’ Thickness Custom 367-C
.080"
™ Temp Ratin
OrangeGlass e e
6'X6 | 369-6X6
Orange Weight 60"W X 50 yd | 369-60 | 6 X8 | 369-6X8
Uncoated 32 0z Sparks & spatter | 2.\ x 50 yd | 369-72 | 10° X 10" | 369-10X10
Fiberglass Custom 369-C
Thickness
.060"
* . T Rati ’ ’
364 GoldenGlass Light™ e 6'X6 | 364-6X6
Sparks & spatter| ., 6 X8 , 364-6X8
Gold Weight 40"W X 50 yd | 364-40 | 6’ X 10’ | 364-6X10
Acrylic Coated 24 0z Abrasion 60'W X 50yd | 364-60 | 8 X8 | 364-8X8
— . ol et 72°W X 50 yd | 364-72 | 8 X10' | 364-8X10
—— 9 Thickness 10’ X 10’ | 364-10X10
& 035" Custom 364-C
374* GoldenGlass™ Temp Rating 3 X4 | 374-3%4
6'X6 | 374-6X6
Gold Weiaht Sparks & spatter| yo\y x 50 yd | 374-40 | &' X8 | 374-6X8
Acrylic Coated 28 0z Abrasion 60"W X 50 yd | 374-60 8 X¥8 374-8X8
‘ —H—-—-._._______ f Fiberglass istant 72°W X 50 yd | 374-72 | 8 X 10" | 374-8X10
— Thickness resistan 10' X 10’ |374-10X10
i 050" Custom 374-C
376* Blackflex™ Temp Rating
1000°F Sparks & spatter 6" X6 976:6X6
Black Weiht P P 40"'W X 50yd | 376-40 | 6" x8 | 376-6x8
Heavy Acrylic 72"32— J - 60"W X 50 yd | 376-60 | 8’ X 10’ | 376-8X10
Coated e 72"W X 50 yd | 376-72 | 10’ X 10’ |376-10X10
Fiberglass Thickness Custom 376-C
.050”
379* SILICONE Temp Rating
1000°F Sparks &
Red , spatter 6'X6 | 379-6X6
silicone Coated | oot 60"W X 50 yd | 379-60 [ 6'X8 | 379-6X8
Fiberglass Abrasion and Custom 379-C
Thickness oil resistant
.035”
321* LEATHER Sparks & spatter
Weight
3.0-350z Abrasion 3 X4 321-3X4
Side Split resistant N/A N/A 6’ X6 321-6X6
Cowhide Thickness Custom 321-C
-060"-.080" Ideal for
autobody
* Not recommended for stress relief
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