4AA ProPolymer® Alkaline Battery-Powered Flashlight

Case Material: Impact resistant polymer. Features a rubber face cap for impact and shock
resistance. Available in yellow.

Dimensions: Length: 6.5 in. (16.51 cm) Diameter: 1.63 in. (4.14 cm)
Width: 1.34 in. (3.40 cm)

Weight: 4.2 ounces (120 grams) 7.6 ounces (216 grams)*

Lens: Unbreakable polycarbonate lens with scratch resistant coating

Light Source: 4.8 volt Xenon gas-filled module
Light Output: Up to 11,000 candela (peak beam intensity); 34 lumens
On/Off: Light features momentary blink or constant “on” tail switch

Run Time: Up to 4 hours continuous run time

Battery: Four (4) “AA” size alkaline batteries

Features: « Waterproof
» Wrist Lanyard Connection

Approvals:

UL Listed for Class I, Division 1; Class I, Il, Division 2; Class III.
UL Listed to Canadian safety standards for Class |, Il, Division 2; Class lll.
¢ Most models meet applicable European Community Directives. Including ATEX Zone 1

Warranty: Limited lifetime warranty.

*With battery (included in purchase).
** See product for specific ratings.

Item UPC Part #
4AA with alkaline batteries. Blister packaged (English) Yellow 080926-68254 68254
4AA with alkaline batteries in box (English) Yellow 080926-68251 68251
4AA without alkaline batteries in box (English) Yellow 080926-68250 68250
4AA with alkaline batteries. Blister packaged (Multilingual)  Yellow 080926-68252 68252-8
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Item UPC Part #
Safety Wand Yellow | 080926-75904-6 75904
Safety Wand Red 080926-75903-9 75903
Safety Wand Blue | 080926-75902-2 75902
Safety Wand White| 080926-75908-4 75908
Safety Wand Glow-in-the-dark| 080926-75913-8 75913
4AA helmet mount 080926-68269-6 68269
Nylon Holster 080926-68905-3 68905
Rubber Helmet Strap 080926-99075-3 99075
Lanyard with Push Button Slide* 080926-72024-4 72024
Xenon lamp assembly* 080926-68220-7 68220

*Image not available

Helmet Strap.
Helmet and light not included.
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